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Conveyor Accessories
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ProSort 50/50
The ProSort 50/50 is a multi-stage right angle pusher designed to be used 
with the Model SB for sorting cartons or totes. Its compact telescoping design 
reduces the mounting space required over conventional inline right angle 
pushers and increases the cycle rate at which it can operate.

Multi-Stage Right Angle Pusher

• Right hand or left hand diverts available

• Up to 50 cartons per minute

• 4 stroke lengths available

• Optional Equipment
AIR VALVE–24 volt DC single solenoid air valve.
HEAVY DUTY GUIDES–For sorting up to 120 lbs. cartons.

AIR ASSIST FEATURE–Blows air from bottom of pusher face 
to assist in sorting a variety of bagged items and mail order 
packages.

PAINT–Powder painted black only with yellow guards
STROKE LENGTH–Available in 16, 22, 28, & 34 in. ranges. Duration 
of divert pulse to air valve will determine exact stroke length 
within range. 
PUSHER FACE–8 in. x 23 in. x 3/8 in. Aluminum
CAPACITY–1 lb. minimum carton weight, 100 lb. maximum carton 
weight, 36 in. maximum carton length, 1 in. minimum carton 
height (see optional air assist feature for sorting light weight or 
bagged items).
CYCLE RATE–Up to 50 cycles per minute.
AIR VALVE–120 volt AC single solenoid air valve.

AIR FILTER, REGULATOR–Supplied with safety shut off valve, 1/2 
inch NPT inlet port.
AIR REQUIREMENTS–80 P.S.I. working pressure, free air 
consumption at 80 psi
0.40 cubic feet per cycle for 16 in. stroke
0.54 cubic feet per cycle for 22 in. stroke
0.69 cubic feet per cycle for 28 in. stroke
0.84 cubic feet per cycle for 34 in. stroke
Note: Include safety factor when calculating compressor size. (1-
1/4 in. minimum air supply line recommended).
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Application Notes: The ProSort 50/50 is specifically 
designed to be used with the Model SB belt conveyor fitted 
with following options: tan glidetop belt, variable speed 
drive, 2-1/4 in. infeed tail pulley, shaft encoder, heavy 
duty drive and high speed bearings (contact factory). The 
maximum belt speed is 250 FPM with a minimum of 5 feet 
from leading edge to leading edge of cartons With a 24” 
long carton. The minimum distance from the infeed of the 
conveyor to the center line of the first pusher is 48 in. with 
a minimum of 30 in. centers thereafter. The ProSort 50/50 
is available in 4 stroke lengths to fit 18, 24, 30, &  36 in. 
OAW Model SB’s.

•  Specify conveyor elevation for proper support

• Right  Hand 
Divert Shown

•  Standard Specifi cations




