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TCT26 - BF - RC - LG - FRAME -GDRAIL - RLBRG - ROLCV - FINISH
EXAMPLE: TCT26-21-3-120-F72-G99-A50-V98-P94

OPTIONAL COMPONENTS

• Floor mounted track.

AVAILABLE
ACCESSORIES

FRAME F72; F73
GUARD RAIL G99; G31,G32,G33,G34,G35
ROLLER BEARING A50; A51, A52, A53, A54, A55, A56, A57, A58, A59, A60, A61, A62, A99
ROLLER COVER V98;
FINISH P94; P09, P10, P11, P24, P45, P94, P95, P98, P99

*For descriptions of OPTIONAL COMPONENTS see pages 169-175.

MODEL TCT26
    2.562” DIA ., 7 GAUGE ROLLERS

42.00ROLLER CENTER
(RC)

26.25

TOP OF ROLLER
12.00 MINIMUM

30.00°
MAXIMUM

6.00

42 .19

6.00 2.00

8.00

HOW TO ORDER

VALVE STAND

OVERALL LENGTH
(LG + 1.50)

CONVEYOR LENGTH
(LG)

OVERALL WIDTH
(BF + 7.00)

BETWEEN FRAME
(BF)

FRAME WIDTH
(BF + 3.00)

1.50

STANDARD SPECIFICATIONS
Handle: 1” Sch. 40 black pipe with plastic hand grip.
End Stop: 8”  x 2” x 3/16”  thick bolted on formed channel.
Valve: Standard hand valve, 2 position, 4-way, detent, 1/4” NPT
ports, with 20’ coil hose mounted on a stand.
Air Spring: 13” dia. air springs, plumbed with 1/4” dia. nylon tubing.
Air Consumption: 1159 cubic inches per cycle.
Capacity: 2500 lbs. maximum. Requires 80 psi.
Guard Rail: Standard G99: No Guard Rail.
Roller Covers: Standard V98: No Roll Cover.
Finish: Standard P94: Safety Blue, Epoxy Powder Coat.

Rollers:  2.562” dia., 7 ga. wall tubes with 11/16” hex cold rolled
steel axle, spring retained. Standard A50 bearings are light oil lu-
bricated. 750 lbs. roller capacity.
Roller Centers: 3.00”, 4.50”, 6.00”, 9.00” and 12.00”
Frames: Standard F72 Set High 5” x 1-1/2” x 3/16” formed steel
channels with 5-1/2” x 1-1/2” x 3/16” bolted channel crossties.
Widths: Standard widths are 27”, 31”, 33”, 37”, 39”, 43”, 47”, and
51” Also available from 27” to 51” between frames.
Lengths: 39” to 72” in 1” increments.
Casters: 4” V-groove steel and 5” phenolic.

TILTING TRANSFER CAR

 



 
 
U-shaped Gravity System with Manual Cart Auto Parts in Bins 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



  

  

  
 
 
 

 




